
Ÿ Material: Steel and aluminum structure with epoxy paint;

Ÿ Stores information on Batch, Box, Aviary/Side, Sex, number of birds and average 
weight;

PRODUCT DESCRIPTION

Ÿ 6 selection ranges, 4 automatic selection ranges and 2 semi-automatic ranges 
informed on the display;

DIMENSIONS

Ÿ Equipment weight: 40 kg;

Ÿ Classification capacity of 1100 to 1500 birds/hour;

Ÿ Electro-pneumatic equipment developed for automatic classification of birds, with 
simple handling and programming;

Ÿ Classification from 5 days to 21 weeks of age, males and females;

TECHNICAL CHARACTERISTICS

AIR COMPRESSOR REQUIREMENTS

POWER

Electrical

Item Length

Total Machine 45 cm

weighing Compartment
Area

43 cm

Width

45 cm

43 cm

Height

130 cm

45 cm

Voltage Frequency Current

110 ~ 254 Vac 50 ~ 60 Hz 6 A

Weight scale Capacity Weighing
Resolution

Birds 15 kg 0,005 kg

Registration
Resolution

0,001 kg
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Machines

1 Selector

2 Selectors

4 Selectors

Working pressure

8 ~ 9 bar

8 ~ 9 bar

8 ~ 9 bar

Reservoir   

100L

100L

200L

Engine

2HP

2HP

4HP

Air generation/ Min

240 L/Min

350 L/Min

560 L/Min

BIRD SELECTOR
SELAVES WIFI

BIRD WEIGHING

Complete line for

Poultry Farming!

100% SELECTION
AND DATA COLLECTION

FOR REARING


